
ACCESSORIES
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CFR™ ROOF CURB FOR SSR™ & SLR II™

•	 Built-in cricket channels rainwater to 
prevent pooling

•	 Internal flange and pre-punched holes 
for fasteners eliminate water access 

•	 Mitered corners and seams joined by 
weathertight, maintenance-free welds 

•	 All components designed for VP’s SSR 
or SLR II Roof

Features

Benefits

•	 Concealed curb to roof fasteners

•	 Mitered corners and seams joined by 
weathertight and airtight welds

•	 Specially designed cricket assures water 
diversion around the curb

•	 Curb includes all components for 
installation on VP’s SSR & SLR II Roof 
systems
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Ready to learn more about this accessory? Talk to 
your local Varco Pruden Builder today by visiting 
varcopruden.com/find-a-builder.

VP’s roof systems have earned a reputation as some 

of the finest roof systems available today. When 

penetrations are necessary, the material used must be 

equal in quality and performance to the roof system. 

That is why the VP CFR roof curb system becomes 

an extremely critical component of the total roof 

package. 

Specifically designed and manufactured to conform 

to VP’s SSR & SLR II roof systems, this curb design 

features concealed fasteners, one piece construction 

for ease of installation. 

Designed by people experienced in the erection of 

VP’s SSR & SLR II roof systems, this roof curb has 

been proven by thousands of installed units.

 

CFR Roof Curbs are constructed of aluminum with 

mitered corners and seams joined by continuous 

weathertight and airtight welds. The single piece curb 

unit utilizes pre-punched fastener holes for ease of 

installation. The curb flange is turned in on three sides, 

allowing for the unique feature of concealed fasteners. 

Inside the unit, the finished surface of the rigid 

insulation provides a clean, light-reflecting surface.

Standard features include minimum height of 10”, rigid 

insulation, prefabricated G-90 Galvanized sub-framing 

and a built-in diverter.  

 

The cricket is factory formed to assure maximum 

performance. Custom sizes and heights are 

available. Each unit comes complete with installation 

accessories consisting of fasteners, mastic, caulking, 

hard rubber plugs (for SSR units only) and installation 

instructions.  

Optional features include burglar bars, skylights, vents 

and roof hatches, plus cross supports for duct drops.

BURGLAR BARS, SKYLIGHTS, VENTS AND ROOF HATCHES 
ARE AVAILABLE OPTIONS


